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Weight and machine dimensions
 Net weight ~3500 kg 
 Length ~3765 mm / width ~1365 mm / height ~2470 mm
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Starpac 600 L 
Chocolate Wrapping Machine

Sapal



The Starpac 600 L guarantees a perfect symmetry of the folds and a minimum 
consumption of wrapping material, thanks to its folding box in which folds are  
seized at once.
Revolvers are there to gain speed in product transfers.
The Starpac is a multiformat machine for small and medium-sized products, either 
bunch wrapped or wrapped in portfolio (with or without bandlabel).

Production : up to 600 wraps/minute
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Dimensions
 Length  = 25 to 115 mm (80 mm brush fold)
 Width  = 16 to 40 mm
 Thickness  = 4 to 25 mm
 Diameter  = 23 to 45 mm (for round products)
Weight
 Products from 4 to 50 g (indicative weight)

 Wrapping styles Products

 Bunch (brush), aluminium from the reel.
 Box folding, 1 or 2 materials from the reel, folded  
 in portfolio style.
 Box folding, 2 materials from the reel;
 inner folded in portfolio style, outer forming a   
 bandlabel around the product.

Brush folding
Left : round product with fl at base.
Right : enrobed bar with fl at base.

CH box folding
Left : praline, 1 or 2 materials.
Right : small tablet, 1 or 2 materials.

Inner material, outer bandlabel
Left : neapolitan, 2 materials, TB box folding 
and bandlabel.
Right : small tablet, 2 materials, TB box folding 
and bandlabel.

TB box folding
Left : neapolitan, 1 or 2 materials.
Right : small tablet, 1 or 2 materials.

Construction
 Modular;
 Infeed belts cantilever built;
 Main drive without lubrication (toothed belt);
 Excellent visibility through transparent   
 protections in front and behind the machine.
Infeed
 Infeed LS (long edge leading)
 - 4-belt phasing system;
 - Transfer of products by upper chain belt towards  
  the separation.
Wrapping material
 With only one material :
 - Embossed aluminium for brush folding, thicker  
  than 11 μm;
 - Paperbacked aluminium for box folding;
 - OPP thicker than 25 μm for box folding, glued by  
  hot melt.
 With two materials :
 - Inner aluminium or OPP;
 - Outer paper or OPP, glued by hot melt, or outer  
  cellophane or OPP heatsealed (providing that  
  the inner material is aluminium).
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Unwinders
 Machine equipped with two unwinders with a   
 splicer, possible options :
 - 4 unwinders, 2 splicers;
 - Motorisation of unwinders.
Gluing, heatsealing
 The gluing head is placed at the unwinder exit,  
 hence no heat generated near the products.
 Gluing by hot melt by precise projections, on the  
 inside face of material, prior to the cutting.
Optionally, heatsealing elements situated on the  
 2nd revolver, on 2 stations.
Exit
 Exit by belt which can be followed by a module  
 for coding.

 Advantages

 Description

Size change
 Thanks to the motorisation of side folders and   
 longitudinal folder, no need to change cams when  
 changing size parts.
Smooth handling
 During the transfer from the infeed to the   
 revolver, the product is guided from behind only,  
 the front being already covered by the wrapping  
 material.

Ecological
 Even thin OPP can be used, thanks to motorized  
 unwinders.
Cleaning
 The folding box in two parts provides very easy  
 access for cleaning.
Precision of the folding
 At the revolver exit, the folding box guarantees  
 the symmetry of the side and longitudinal folds.

Paper table

Packaged
as promised


